
TDSS
Turbine Flowmeter

OVERVIEW

Operation

The Model TDSS is standard with a magnetic pick-up which 
produces a frequency output that is proportional to its 
volumetric flow rate. When paired with the LCD Flow Monitor, 
this compact system offers local indication of both flow rate 
and total flow. For further flexibility, Bass lnstruments offers 
electronic options which convert the frequency output to an 
analog signal for easy electronic integration with most 
instruments, PLC's, and computers.

Application

• Mechnaical engineering
• Pharmaceutical industry
• Chemical processes
• Water, waste water treatment eqipment
• Filtration systems

Features

• Easy installation
• High sensivity
• Resistant to chemical fluids
• Durable and light weight 

designsive
• High accuracy
• Exclusive interior design
• Adjustable pulse output
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OPERATING DATA

MEASURING RANGES
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Working Pressure

100 bar maximum

Temperature Limit

-40°C...120°C (ops. 150°C)

Accuracy

±1% of full scale

Pipe Size Range

1/2" ...2" for thread
1"...8"(DN25-DN200) for flanged

Flow Rate Range

0,6...335 1/ min for thread
4...800 m'/h for flanged

MATERIALS

ELECTRICAL DATA

Body

AISI 316, aluminum FPM

0-rings

FPM

Rotor

PTFE

Shaft

AISI 316

Signal Output

Pulse (push-pull)
4...20 mA or 0...1OV DC on request

Electrıcal Connectıon

1 m cable
M12 connector or DIN43650A socket on request

Power Supply

24±10% V DC, regulated

Repeatability

0.1% of full scale

Enclosure

IP65
IP67 or IP68 on request



TECHNICAL DRAWINGS AND DIMENSIONS

FLOW RANGES

Bass Ölçme Enstrümanları A.Ş.
Esenşehir Mah. Füsun Sok. No:59 Ümraniye/İSTANBUL TR-34776
+90 216 660 01 63-64 
bass.com.tr

BASS datasheet V4 03/2026 - EYS-DS-F0010 Page 3 of 5



WIRING

OPTIONS, ELECTRONIC

BAB212
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ORDERING

Bass Ölçme Enstrümanları A.Ş.
Esenşehir Mah. Füsun Sok. No:59 Ümraniye/İSTANBUL TR-34776
+90 216 660 01 63-64 
bass.com.tr

BASS datasheet V4 03/2026 - EYS-DS-F0010 Page 5 of 5

Model
Turbine FlowmeterTDSS

Bore Size
Please look at the flow range table for codeXXX

Connection
ThreadT
Flanged (please specify in order)F

Enclosure
IP6501
IP6702

Hazardous Area
NoneN
Exd IIB T4 GbXd

Body
Aluminum01
AISI 31606

Output
Pulse01
4...20 mA02

0-10 V DC03

Display
NoneN
CompactC

BAB212(remote)Y


